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COM Express® Compact Type 6 with
Intel Atom®/Pentium®/Celeron® Processor N3000 Series

 �  COM Express® compact pin-out type 6 Computer-on-Module with 
Intel Atom® x5-E8000/Pentium®/Celeron® Processor N3000 series

 � Up to 8 GByte DDR3L 1600 Memory (2 SODIMM Socket)
 � High speed Interface 2x SATA3 4x USB 3.0/2.0, +4x USB 2.0
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TECHNICAL INFORMATION�
COMPLIANCE COM Express® Compact Pin-out Type 6

DIMENSIONS 95 x 95 mm

CPU (SoC) Intel® Pentium® N3710 (4x 1.60 GHz/2.56 GHz, 6 W)
Intel® Celeron® N3160 (4x 1.60 GHz/2.24 GHz, 6 W)
Intel® Celeron® N3060 (4x 1.60 GHz/2.48 GHz, 6 W)
Intel® Celeron® N3010 (4x 1.04 GHz/2.24 GHz, 4 W)
Intel Atom® Processor x5-E8000 (4x 1.04 GHz, 5 W)

CHIPSET Integrated SoC

MAIN MEMORY 2x SODIMM for DDR3L-1333/1600 (non ECC) up to 2x 4 GByte, 8 GByte total

GRAPHICS CONTROLLER Intel® HD® Graphics 

ETHERNET CONTROLLER Intel® I211AT/I210AT (I211AT)

ETHERNET 10/100/1000 MBit Ethernet 

HARD DISK 2x SATA3 6Gb/s

FLASH ONBOARD Up to 32 GByte pSLC eMMC (option) 

PCI Express® SUPPORT 3x PCIE2.0 on PCIe lane 0-2 (3 controllers, 3 x1) Option: 4 Lanes if no LAN (4 controllers, 4 x1, 1 x4)

PANEL SIGNAL 3 independent Displays
DDI1: DP++, DDI2: DP++, LVDS: Dual Channel 18/24bit, VGA optional on DDI2

USB 4x USB 3.0/2.0 + 4x USB 2.0

SERIAL 2x serial interface (RX/TX only)

AUDIO Intel® High Definition Audio

COMMON FEATURES SPI, LPC, SMB, Fast I²C, Staged Watchdog, RTC, MARS

BIOS AMI AptioV UEFI

HUMIDITY 93 % relative Humidity at 40° C, non-condensing (according to IEC 60068-2-78)

OPTIONS 1x PCIe x1 additional w/o onboard LAN, onboard SSD (32 GByte eMMC), eDP instead of LVDS, VGA  instead DDI2

POWER MANAGEMENT ACPI 4.0, S5 Eco

POWER SUPPLY 8.5 V – 20 V Wide Range ATX, Single Supply Power
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� GLOBAL HEADQUARTERS

Kontron Europe GmbH

Gutenbergstraße 2
85737 Ismaning, Germany
Tel.: + 49 821 4086-0 
Fax: + 49 821 4086-111
info@kontron.com

www.kontron.com Co
py

ri
gh

t 
©

 2
0

22
 K

on
tr

on
. A

ll 
ri

gh
ts

 r
es

er
ve

d.
 A

ll 
da

ta
 is

 fo
r 

in
fo

rm
at

io
n 

pu
rp

os
es

 o
nl

y 
an

d 
no

t 
gu

ar
an

te
ed

 fo
r 

le
ga

l p
ur

po
se

s.
 In

fo
rm

at
io

n 
ha

s 
be

en
 c

ar
ef

ul
ly

 c
he

ck
ed

 a
nd

 is
 b

el
ie

ve
d 

to
 b

e 
ac

cu
ra

te
;

ho
w

ev
er

, n
o 

re
sp

on
si

bi
lit

y 
is

 a
ss

um
ed

 fo
r 

in
ac

cu
ra

ci
es

. K
on

tr
on

 a
nd

 th
e 

Ko
nt

ro
n 

lo
go

 a
nd

 a
ll 

ot
he

r 
tr

ad
em

ar
ks

 o
r 

re
gi

st
er

ed
 tr

ad
em

ar
ks

 a
re

 th
e 

pr
op

er
ty

 o
f t

he
ir

 r
es

pe
ct

iv
e 

ow
ne

rs
 a

nd
 a

re
 r

ec
og

ni
ze

d.
Sp

ec
ifi

ca
ti

on
s 

ar
e 

su
bj

ec
t t

o 
ch

an
ge

 w
it

ho
ut

 n
ot

ic
e.

 C
O

M
e-

cB
W

6-
20

22
0

50
4

 -
 W

M
H

BLOCKDIAGRAM�


