SMARC™-sAMX8X
v

SMARC™ Module with low power i.MX8X series processor

Up to 4x Cortex®-A35 + Cortex®-M4 processor

Up to 3 GByte RAM

Dual channel LVDS interface, HDMI, DP

Up to 2x GByte Ethernet, 3x PCle, 6x USB 2.0, Tx USB 3.0

Kontron APPROTECT security solution based on Wibu-Systems CodeMeter®
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» TECHNICAL INFORMATION

COMPLIANCE

DIMENSIONS (H X W X D)

CPU

MAIN MEMORY
ETHERNET
STORAGE

FLASH ONBOARD

PCI EXPRESS® SUPPORT

PANEL SIGNAL
DISPLAY

UsB

SERIAL

OTHERS

SPECIAL FEATURES
BOOT LOADER
OPERATING SYSTEM
POWER SUPPLY

TEMPERATURE

HUMIDITY

» CPU VARIANTS
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CPU

CORES
FREQUENCY BASE
FREQUENCY BURST
TDP

CACHE

SMARC™ 2.0

82 x50 mm

NXP dual/quad i.MX8X processor

Up to 3 GByte LP-DDR4

up to 2x 10/100/1000 MBIt Ethernet
x SDIO

2-64 GByte eMMC

1x PCle with dual core processor
up to PCle x3 (on request)

Tx LVDS dual channel

HDMI, DP

up to 6x USB 2.0, 1x USB 3.0

4x serial interfaces (2x RX/TX only)

12S, 4x 12C, 2xSPI, MIPI CSI, 12x GPIO, 2x CAN

Security Chip (Support of Kontron Approtect) on request
Uboot

Yocto Linux

3V - 5.25V operates directly from single level Lithium lon cells or fixed
3.3V -5V power supplies

Operating: extended consumer -40 °Cto + 85 °C
Non-Operating: -40 °Cto +85 °C

93 % relative Humidity at 40 °C, non-condensing (according to IEC 60068-2-78)

NXP i.MX8X quadX+ NXP i.MX8X dualX+

4
1.20 GHz

512 KB with ECC

2
1.20 GHz

512 KB with ECC

NXP i.MX8X dual X
2
1.20 GHz

512 KB with ECC

www.kontron.com



» BLOCK DIAGRAM

www.kontron.com

LPDDR4 Mermory Down
) ) @1200MHz
NXP i.MX8X Series
D1, BDUPIs BOUDES
SMMC el
(84 GBpSLC)
FoPBGAZte2tmm, 0 smmpich (oo
B VAN VAN
g 2 s g o
= = = - [e] ———
g < 8 5 g 8 % i:ecurilychipl
g g % g % v __I oo PCle Assembly options:
3 3 = g == Configuration 1 (default)
DS to DP L - S S
T@s?g\g;lg&?ﬂs Flash % PCle SW
Micron Technaiogy 2 _
DSI to LVDS [Parallel to HOM USB Hub z PCle Switch g el
Tatgqlls\mr“;ﬂs \znne;le;;;\ducm( umﬂ 2 P\7(g)UQDC:SOt8L = Configuration 3
% = 2 AN Cormler ey amveae o PGl o CPU
s & £ e s
oot e
0 '
inder
ocs nstumens N
TCA9539 GbE PHY
= Texas Instruments. PCleLAN 18}
2 | ol DPE3BETIR — I
s E‘ 9 [GoE Controller o
3 5 0 O I . = EERE-EEEE: | 3
= H _ 3 33 O g J1 9 IS S = 1 >
sl os) s i -
8| ¢ ¢ ® 2
N N \/ N >
SMARC ConneCtor SMARC Spec Rev 2.0, 82x50mm
» VARIANTS
PART NO. CPU RAM FLASH DISPLAY LAN TPM SECURITY TEMPERATURE
CHIP
51010-3008-12-4+ NXPi.MX8X 3 GByte LPDDR4 8 GByte eMMC pSLC LVDS, DP x yes no industrial E2
quadX+
51010-1508-12-2+ NXPi.MX8X 15 GByte LPDDR4 8 GByte eMMC pSLC LVDS, DP 2% yes no industrial E2
dualX+
51010-1004-12-2 NXPi.MX8X  1GByte LPDDR4 4 GByte eMMC pSLC LVDS - yes no industrial E2
dual X
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» CARRIER

ARTICLE

SMARC EVALUATION CARRIER 2.0

» COOLING

ARTICLE

HSP SMARC-sXAL4

» GLOBAL HEADQUARTERS
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PART NO.

51300-0000-00-0

PART NO.

51012-0000-99-1

KONTRON S&T AG

Lise-Meitner-Str. 3-5
86156 Augsburg, Germany
Tel.: +49 8214086 0

Fax: + 49 8214086 1M
info@kontron.com
www.kontron.com

DESCRIPTION

SMARC Evaluation Carrier for SMARC modules according to the
SMARC 2.0 standard (without SMARC module)

DESCRIPTION

Heatspreader for SMARC-sXAL4 (only for 51012-XXXXX-XX-X)
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