
FlatView HYG
�

For Environments with High Hygiene and
Extended Sealing Requirements

 � Designed for high hygiene standards following EHEDG guidelines 
 � Stainless steel housing with IP69K protection
 � Flexible mounting with support arm or VESA 100
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TECHNICAL INFORMATION�
FlatView HYG

The new FlatView HYG is designed for use in applications with 

highest requirements in hygiene, e.g. food processing and pharma

ceutical industry following EHEDG guidelines. With a completely 

sealed stainless steel housing and IP69K protection the 

FlatView HYG is highly resistant to detergents and prepared for 

easy cleaning and wash down. The 21.5” industrial monitor offers 

PCAP touch or protection glass with antiglare and antifingerprint 

surface for best readability. 

Mounting options with support arm or VESA and operation in 

landscape or portrait mode guarantee utmost flexibility.

Integrated WiFi and RFID provide seamless connectivity and access 

control.

The design of the FlatView HYG models can be customized to meet 

OEM requirements, for example by freely choosing the color of the 

front or adaptation of the wiring for individual needs.

DISPLAY SIZE 21.5” landscape or portrait mode

RESOLUTION 1920x1080 FullHD

BRIGHTNESS 300 cd/m²

VIEWING ANGLE H178°/V178°

DIMENSIONS 542.1 mm x 366.1 mm x 74 mm
(excluding connector & mounting bracket)

WEIGHT ~10,5 kg

LED BACKLIGHT Life time ≥ 50.000 h 

FRONT OPTIONS Projected capacitive touch (PCAP)/safety glass/PMMA

MOUNTING support arm on 48mm tube
or VESA 100 with M12 connector

STANDARD INTERFACES Support arm: DVII, USB, PWR (~2,8m cable)
VESA 100: HDMID, USB, PWR

POWER SUPPLY 1230 VDC

EMC EN55032 class B

CERTIFICATIONS CE, UL

ALTITUDE Up to 3.000 m (10.000 ft) 

SHOCK
ACC. TO EN 60068-2-27

support arm: 15G 11ms (half sine)
VESA mount: 30G 11ms (half sine)

VIBRATION
ACC. TO EN 60068-2-6

support arm: 10500Hz, 1G/3 axis
VESA mount: 10500Hz, 2G/3 axis

OPERATING TEMPERATURE 0 °C to +50 °C

PROTECTION CLASS support arm: IP69K
VESA: IP67

HUMIDITY 10 %90 % @ 39 °C, non condensing 

MTBF > 50.000 h

VERIFIED OS Windows 7, Windows 10, Linux

RoHS COMPLIANT yes

COOLING passive cooling, fanless

OPTIONS (FURTHER OPTIONS 
ON REQUEST)

high brightness display
other display sizes and resolutions
DP, DVI, HDMI 
RFID, WiFi
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MECHANICAL DRAWING 
SUPPORT ARM

�

// Mounting with support arm
on 48 mm tube
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PROPRIETARY NOTE: This drawing is property of KONTRON. It is provided in confidence for evaluation purposes only and shall not be disclosed or used for evaluation purpose except as specified by contract between the recipient and KONTRON. Duplication of any portion of this data requires written authorization from KONTRON and shall include this notice.
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KANTE ZU KANTE `0.2mm                       BIEGUNG ZU BIEGUNG `0.2mm

BOHRUNG ZU BOHRUNG `0.1mm           BIEGUNG ZU BOHRUNG `0.2mmHOLE TO HOLE `0.1 mm       FOLD TO HOLE `0.2mm

EDGE TO HOLE `0.1mm        FOLD TO EDGE `0.2mm

EDGE TO EDGE `0.2mm       FOLD TO FOLD `0.2mm

HOLE SIZE  `0.08mm             FOLD ANGLE  `0.5 DEG

KANTE ZU BOHRUNG `0.1mm                 BIEGUNG ZU KANTE `0.2mm

BOHRUNGEN  `0.08mm                            BIEGEWINKEL  `0.5 GRAD

TOLERANCES  APPLY  ONLY TO  DESIGNATED

DIMENSIONS, UNLESS OTHERWISE SPECIFIED:
TOLERANZEN FÜR MAßE OHNE TOLERANZANGABE:

Teile sind so zu verpacken, dass Beschädigungen beim Versand, Handhabung 
und Lagerung verhindert werden.
Parts must be packaged in a manner which prevents damage during shipping, 
handling, and storage.
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� GLOBAL HEADQUARTERS

Kontron Europe GmbH

Gutenbergstraße 2
85737 Ismaning, Germany
Tel.: + 49 821 4086-0 
Fax: + 49 821 4086-111
info@kontron.com
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// Mounting with VESA 100
with M12 connector

MECHANICAL DRAWING 
VESA

�
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PROPRIETARY NOTE: This drawing is property of KONTRON. It is provided in confidence for evaluation purposes only and shall not be disclosed or used for evaluation purpose except as specified by contract between the recipient and KONTRON. Duplication of any portion of this data requires written authorization from KONTRON and shall include this notice.

13.03.2020
Wanek

1 1 A2

DRAWN

CHECKED

APPROVED

OTHER

SITE/DIVISION

TOLERANCES

SHEET DRAWING NUMBER

PART NAME

MATERIAL/FINISH

PROJECT NOPART NO

SCALE SIZE REV.

1st Angle Projection
/

ALL DIMENSIONS IN MILLIMETERS
DO NOT SCALE DRAWING

EUROPE

REV ECO DATE DRAWDESCRIPTION

FlatView_HYG_21.5Zoll_PCAP_VESA_HEN_STD

xx

-
-
-

1:3

60-60019

 

see Table

 

 

 
 

XX - 13.03.2020 - PW

KANTE ZU KANTE `0.2mm                       BIEGUNG ZU BIEGUNG `0.2mm

BOHRUNG ZU BOHRUNG `0.1mm           BIEGUNG ZU BOHRUNG `0.2mmHOLE TO HOLE `0.1 mm       FOLD TO HOLE `0.2mm

EDGE TO HOLE `0.1mm        FOLD TO EDGE `0.2mm

EDGE TO EDGE `0.2mm       FOLD TO FOLD `0.2mm

HOLE SIZE  `0.08mm             FOLD ANGLE  `0.5 DEG

KANTE ZU BOHRUNG `0.1mm                 BIEGUNG ZU KANTE `0.2mm

BOHRUNGEN  `0.08mm                            BIEGEWINKEL  `0.5 GRAD

TOLERANCES  APPLY  ONLY TO  DESIGNATED

DIMENSIONS, UNLESS OTHERWISE SPECIFIED:
TOLERANZEN FÜR MAßE OHNE TOLERANZANGABE:

Teile sind so zu verpacken, dass Beschädigungen beim Versand, Handhabung 
und Lagerung verhindert werden.
Parts must be packaged in a manner which prevents damage during shipping, 
handling, and storage.
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(ACTUAL VERSION INCL. MAXIMUM CONCENTRATION VALUES)
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4x M4 - 8mm deep


